Настройки  точки доступа  TEW-630APB для работы в режиме WDS
1. Скачиваем прошивку 1.0.2.4  с сайта http://downloads.trendnet.ru/TEW-630APB(v2)/Driver_Utility/ (ОБЯЗАТЕЛЬНО, УСТРАНЯЕТ ПРОБЛЕМЫ СО СКОРОСТЬЮ ПЕРЕДАЧИ ДАННЫХ В РЕЖИМЕ WDS)  и прошиваем   точки доступа (через WEB-интерфейс Tools/Firmware/)
2. На обеих точках доступа задаем статические IP адреса одной подсети (в нашем примере 192.168.1.100 и 192.168.1.101)
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Use this section to confgure the nternal netiork settings of your Access Point and also to configure

configured here is the IP Address that you use to access the Web-based management interface. If
you change the IP Address here, you may need to adjust your PC's network settings to access the
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DHCP Server Settings

Use tis sectin to configure the buitin DHCP Server to assin IP addresses to the computers on
your network.

Enable DHCP Server: [

|
the buit-in DHCP Server to assign IP addresses to the computers on your network, The IP Address
thatis configured here is the IP Address that you use to access the VWeb-based management
interface. IF you change the IP Address here, you may ned to adiust your PCs network setings to
access the network again.
setts on't Save 5
Use this section to configure the nternal network settings of your AP, The IP Address that is





3. Устанавливаем любые SSID Настраиваем шифрование
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Use this section to configure the wireless settngs for your TRENDet Access Point. Please note that
changes made on this section may lso need to be dupicated on your Vireless Cient.
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1f you would ke to iz our easy to use Web-based Wizards to assit you n configuring the
Vireless settings, click on the Setup Wizard button below.

Wizard

Wireless Network Settings
Wireless NetworkName: [TEST1 lpiso caled te S510)

Enable Auto Channel Scan: [
sor11mate:
Chametwith:

Visibility Status: () visble O Invisble

Wireless Security Mode

To protect your privacy you can configure wireless security features. This device supports two
‘ireless security modes including: WPA-Persona, and WPA-Enterprise. VIPA provides a higher level

of security. WPA-Personal doss ot require an authentication server. The WPA-Enterprise option
requires an extermal RADIUS server

Security Mode: | lone v





4. Устанавливаем режим  WDS Enable   и прописываем  MAC адрес второй точки  которая будет установлена в режим WDS
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1F you are not famiar with these Advanced Wireless settngs, please read the help section before:
attempting to modify thess settngs.
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5. Повторяем  вышеуказанные действия для второй  точки
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Al of your Interet and network connection detais are displayed on this page. The fimiare version

— is also isplayed here.

Time: 31sneaps 2004r, 14:04

Firmware Version:  1.0.2.4, 17 Aug 2007

MAC Address: 00:14D1:C3:42:3C

P Address: 192.168.1.100

Subnet Mask: 255.255.255.0

DHCP Server: Disabled

Default Gateway : 0.0.0.0

Primary DNS Server: 0.0.0.0

‘Secondary DNS Server: 0.0.0.0

Wireless LAN

Wireless Radio: On

MAC Address: 00:14D1:C3:42:3C

Network Name (SSID) : TESTL

Channel: 5

‘Security Mode: VP

LAN Computers

P Address Name (fany) MAC
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