Настройка TEW-631BRP для Корбины PPTP.
Сначала настраиваем вид соединения

Basic/Internet/manual configure
Задать IP сервера провайдера (можно по имени, но тогда необходимо указать DNS сервера)
[image: image1.png]Choose the mode to be used by the router to connect o the Internet.

WANMode: O static O pHee O

Enter the nformation provided by your Internet Service Provider (ISP).

Address tode: (@pynamcre O statc
PPTPIP Address:
PPTP Subnet Mask:
PPTP Gateway IP Address :
@ D
Username:
Password:
Verdypassword [sesss |

Reconnect Hode:: (©)amays on O on demand O Marusl

PPTP Server IP Address:

Haximum Idle Time (minutes, O=infinite)
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[image: image4.png]WAN Ping

If you enable this feature, the WAN port of your router wil espond to ping requests from the
Internet that are sent to the WAN IP Address.

Enable WAN Ping Respond: [

WAN Ping Inbound Filter : Detais :Everyone alowed

WAN Port Speed

WA Port Speed : | | 100M5ps

Multicast Streams

Enable Multicast Streams :





Настраиваем беспроводную сеть:
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Задать имя сети, включить шифрование

[image: image7.png]Wireless Network Settings

WirelessNetwork Name: (oDt Jaso ol th ssi)

Enable Auto Channel Scan :

Wireless Channel :

Cramermn:
Tansmisson ate: [ses eonei %] 0ot

Visibility Status: ) visble O Invisble

Wireless Security Mode

“To protect your privacy you can configure wireless secuity features. This device supports three
wireless security modes including: WEP, WPA-Personal, and WPA-Enterprise. WEP is the original
wireless encryption standard. WPA provides  higher level of security. WPA-Personal doss not
require an authenticaton server. The WPA-Enterprie opton requires an external RADIUS server.





Выбрать вид шифрования и задать ключ.

[image: image8.png]WPA

WPA reguires stations to use high grade encrypton and authenticaton. For legacy compatbilty,
use WPA or WPA2 mod. This mode uses WPA for legacy cients whie maintaining higher secuity
with stations that are WPA2 capable. The strongest cpher that the cent supports wil be used. For
best securty, use WPA2 Only mode. In this mode, legacy statons are not alowed access with
VWPA security. The AES Gpher wil be used across the wireless network to ensure best seaurity.

WPA Mode: ((Auto (WPAor wPAD) v

Group Key Update Interval: 3600 (seconds)

Pre-Shared Key

e





